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Trapeze Cable Basket Adaptor

Ensure a minimum 75 mm of tail wire exits the hanger.
1) Remove load
2) Pull tail wire through
3) Release pin

• Ideal for fast suspension of multi-tiered cable baskets

• Eliminates channel bearers

• Easy-to-use integral release pin to allow finite adjustment

• Designed to suspend cable of up to 60 kg/m
(based on 1.5 m bracket spacing)

• For use with up to 6 mm thick cable basket

For more options on available end fixings 
please contact us or visit www.gripple.com

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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INSTALLATION & ADJUSTMENT

SPECIFICATION

FEATURES / BENEFITS

www.gripple.com

Ideal for single and multi-tiered suspension of cable containment basket.

SUBMITTAL INFORMATION

AVAILABLE END FIXINGS

Safe Working Load: 
Trapeze No.2 - 45 kg @ 5:1 safety factor
Trapeze No.3 - 90 kg @ 5:1 safety factor

Material:
Housing - Type ZA2 Zinc
Wedge - Sintered steel hardened to min. 56 
Rockwell C
Spring - Stainless Steel (Type 302)
End Cap - UV stabilised homopolymer 
propylene
Pin - A2 Stainless Steel
Retainer - Acetal copolymer
CBA - Steel S450GD

1. 2. 3. Adjust. Multi-tiered.


